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368 E c h o ™ T ech nica l

Switch Transmitters

Switch R eceiv ers and  R ep eater

S t a n d a r d s  a n d  a p p r o v a ls

B S  E N  6 0 6 6 9 -1 , B S  E N  6 0 6 6 9 -2 -1 ,

E T S I E N 3 0 1  4 8 9 -1  &  -3 , E T S I E N 6 1 0 0 0 -6 -2 ,

E T S I E N 3 0 0  2 2 0 -3

S t a n d a r d s  a n d  a p p r o v a ls

B S  E N  6 0 6 6 9 -1 , B S  E N  6 0 6 6 9 -2 -1 ,

E T S I E N 3 0 1  4 8 9 -1  &  -3 , E T S I E N 6 1 0 0 0 -6 -2 ,

E T S I E N 3 0 0  2 2 0 -3

Te c h n ic a l s p e c if ic a t io n

Physical

Operating temperature:

-5 ° C  to  +  4 0 ° C

Operating freq uenc y :

8 6 8 .3  M H z

IP  rating:

IP 2 X D

M ax . Ins tallatio n altitud e:

2 0 0 0  meters

Te c h n ic a l s p e c if ic a t io n

EL EC T RIC A L

K 5 4 1 8 R

V o ltage rating:

2 5 0 V  a.c . 5 0 H z

C urrent ratings :

T h is  is  a small lo ad  s w itc h  rec eiv er th at c an b e us ed  

ty pic ally  fo r 4 0 0 W  res is tiv e lo ad s  and  3 6 0 W  ind uc tiv e.

T erminals :

T erminal s c rew  s iz e: M 2 .6

R ated  terminal s c rew  to rq ue: 0 .4  N m

T erminal c apac ity :

S ingle w ire (s o lid ): 1 .5  mm²

S trand ed  w ire (flex .): 1 .0  mm²

S trand ed  w ire w ith  ferrules : 0 .7 5  mm²

K 5 4 1 3 R

V o ltage rating:

2 5 0 V  a.c . 5 0 H z

C urrent ratings :

1 0 A X  –  N o  d e-rating w h en us ed  o n s tand ard  magnetic  

b allas t fluo res c ent lo ad s .

T erminals :

T erminal s c rew  s iz e M 3

R ated  terminal s c rew  to rq ue: 0 .5  N m

T erminal c apac ity :

4  x  1 mm²

3  x  1 .5 mm²

2  x  2 .5 mm²

PH Y S IC A L

Operating temperature:

-5 ° C  to  +  4 0 ° C

IP  rating:

IP 2 X D

M ax . Ins tallatio n altitud e:

2 0 0 0  meters

K5 4 1 4 R

T h e R ep ea ter do es no t p a ss cu rrent, b u t a ll o th er deta ils a re th e sa m e a s th e 1 0 A  S witch  R eceiver 

K 5 4 1 3 R .

E ch o ™  is a  registered tra dem a rk  o f N o va r E D & S  L im ited


