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Wireless contact
FMV (VdS Home) \

- Concealed radio contact FMV for combined opening and
locking surveillance

- VdS Home approval, VdS no. H116001

- Scope of delivery:

- 1 Wireless contact FMV

- 1Contactor VS.KG.04

- 21S0O 7049-ST3, 5x25-C sheet metal screws

- 1 Adapter for profile adjustment

- 1battery CR 2032

- 1Operating instructions

- Used in combination with one of the magnet contactors

Technical data

- Dimensions: 127.5 x 9 x 24 mm

- Voltage supply: battery CR2032

- Life of battery: normally 5 years at 25 °C
- Operating temperature: -20 °C to +60 °C
- Type of protection: IP67

. A = battery compartment, B = teach-in button, C = magnet contact face
- Airgap tolerance: 10 mm - 15 mm

- Radio: EnOcean, unidirectional

- EnOcean, switchable by pressing the teach-in button.
Teach-in button < 3 sec: EnOcean, Equipment Profile
(EEP), D5-14-01 (4BS) Teach-in button > 3 sec: EnOcean,
Equipment Profile (EEP) D5-00-01 (1BS)

- Frequency: 868.3 MHz

- Typical ranges: ferroconcrete 10 m through max. 1 wall,
masonry 20 m through max. 3 walls, drywall timber 30 m
through max. 5 walls

Details regarding the installation and start-up of the FMV
wireless contact can be found in the operating instructions
on our homepage: www.winkhaus.de

Item description VPA1 VPA2 VPA3
Qty./Type Qty./Type Qty./Type
2

{FMV.SGR +KG ENOCEAN} 5022215 1KT 25 K3 600 El

Aug. Winkhaus GmbH & Co. KG - August-Winkhaus-Str. 31- D-48291 Telgte - T +49 2504 921-0 - F +49 2504 921-340 - www.winkhaus.de



